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TOUGHER   FASTER   SMARTER PN130B

Industria l  130mm (5-1/8")
Wire Coi l  Nai ler

15°

TOOL FEATURES

1. Down-flow exhaust and built-in silencer.
2. Body protector on enduring frame.
3. Durable nose and anti-abrasive driver provides extended
    tool life.
4. Removable side handle for absolute control.
5. Tough nylon, fast and easy loading magazine with 
    metal nail tray, most durable in the industry.
6. Cushioned rubber grip and ergonomic frame provides
    comfort and balance.
．High speed operation.
．Top power for hard wood applications.
．Available with contact fire trigger.
．Shock-absorbent auxiliary side handle.
．Two trigger options available :
    PN130B-ST (sequential) / PN130B-CT (contact)
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Type

C

Loading Capacity

A

B

15° Wire Collated Nails

3.3~3.8mm  (0.131"~0.150")

120~225

90~130mm  (3-1/2"~5-1/8")

7.5~8.6mm  (0.295"~0.338")

FASTENER SPECS

AAA

BBB CCC

TOOL SPECS
Weight

Operating Pressure

Height

Width

Length

6.0 kgs  (13.2 lbs)

5~8 bar  (70~120 psi)

467mm  (18.4")

156mm  (6.1")

338mm  (13.3")

Applications

Driving Power

Wooden Pallet, Drum and Crate
Construction

1811 In-lbs @100 psi


